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Daikin Altherma (Air to Water HP 

systems)



CEC Title‐24 – Definition of “Combined Hydronics”y



CEC Title‐24 – Definition of “Combined Hydronics”y



Key Points to note regarding Combined Hydronicsy g g y

• These systems typically use a heat source and y yp y
indirect tank to store heat energy for Space Heating 
and DHW needs.

d f “ d b ” l• Current CEC procedure references “stand‐by” losses 
for Water Heating (Section 5 of Compliance Manual) 
but only references that “impacts must bebut only references that  impacts must be 
considered in selecting a water heater”

• For compliance purposes, combined systems treat 
space heating as a separate entity and thus an 
effective AFUE or HSPF is CALCULATED.



Clarification of “Daikin Altherma” (Air to Water 
HP) C bi d H d i S tHP) as Combined Hydronic System

Heat Emitters

3‐Way Diverting Valve

Heat Source DHW ONLY Storage Tank

Refrigerant to Water Heat 
Exchanger, with Pump, 
Expansion Tank and Controls 



Clarification of “Daikin Altherma” (Air to Water 
HP) C bi d H d i S t

• Altherma in Heating Mode: ‐

HP) as Combined Hydronic System

Altherma in Heating Mode: 
– 3‐Way Valve IS NOT energized.  Hot Water 
generated via the Refrigerant to Water Heatgenerated via the Refrigerant to Water Heat 
Exchange is transferred directly to zones calling for 
heat.  No “Stand By” losses need to be 
considered.

– Efficiency is driven by Energy Consumption versus 
Heat Energy created, thus COP is valid metric.

– To determine HSPF, standard calculation used for 
WSHP is utilized to convert COP to HSPF value.



Clarification of “Daikin Altherma” (Air to Water 
HP) C bi d H d i S t

• Altherma in “DHW” Mode: ‐

HP) as Combined Hydronic System

– 3‐Way Valve IS energized.  Hot Water generated via 
the Refrigerant to Water Heat Exchange is transferred 
to the Indirect Tank to heat the water in the storageto the Indirect Tank to heat the water in the storage 
tank.  Per  federal test standards for EWH and HPWH, 
no “Stand By” losses need to be considered.

– Efficiency is driven by Energy Consumption versus– Efficiency is driven by Energy Consumption versus 
Heat Energy created, thus COP is valid metric.

– To reflect industry norm for Water Heating efficiency 
(i e E F rating) the COP attained in an equivalent(i.e. E.F. rating), the COP attained in an equivalent 
condition to federal test standards are utilized to 
determine an equivalent E.F. rating.



Clarification of “Daikin Altherma” (Air to Water 
HP) C bi d H d i S t

• General Notes: ‐

HP) as Combined Hydronic System

General Notes: 
– Daikin Altherma never operates in its Heat Pump 
mode to simultaneously meet Space Heating and y p g
DHW loads.  The system is an either/or solution.

– The same situation is the case in the Cooling season, 
where by meeting Space Cooling and DHW loads are 
addressed separately – not simultaneously.

Insulation requirements etc for the DHW storage tank– Insulation requirements etc for the DHW storage tank 
are addressed with separate requirements in the Title 
24 Compliance Manual.p


